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Shipping, Handling, Storage, and Installation of
Timber Technologies Glue Lam Columns
It is the responsibility of the installer and supplier to properly receive, unload, store, handle, install, and brace to protect life and property.  If improperly handled, installed or braced, columns can become dangerous and can cause property damage and/or bodily injury.  This application guide is meant to serve as added protection against product misuse or misapplication.  Some information contained within this guide relates to construction methods which vary from builder to builder and state codes.  Examples include: temporary bracing, spacing of horizontal girts, purlin to column attachment, anchorage of truss or truss carrying element to column ect.  Timber Technologies, LLC expressly disclaim any responsibility for damages arising from the use, application or reliance on the recommendations and information contained herein by building designers, installers or other.  For more shipping, handling, storage, and installation instructions please visit our web site at www.timber-technologies@hotmail.com.
Shipping:
When inspecting the columns at the time of delivery and before installation, you should inspect for:
· Quantities and lengths to correspond with shipping tickets and original order.
· Cracked, dislodged, or broken members.
· Any other damage that may impair the structural integrality of the columns
If you discover damage that you believe would weaken the column please contact Timber Technologies, LLC at 866-727-5625.
Handling:
Do not unload columns on rough terrain or uneven surfaces which could cause damage to the columns.  When handling columns, you must keep them in banded and balanced units whenever possible to prevent damage.  Always wear gloves and safety glasses when cutting or handling banding.  If longer lengths are handled individually turn in the strongest axis.  A spreader bar may be necessary.  Notify Timber Technologies, LLC if Glue lam columns repair is necessary.
[image: ]Storage:
If the columns are not being used immediately, they should be stored in a dry place where as little moisture as possible can affect the column.  Moisture may cause decay to the untreated portion of the columns over time.  Avoid direct sunlight.  Columns should be stored in a horizontal position. Use support boards of equal dimensions no more than 4’ apart for support and to prevent them from sitting directly on the ground.  If bunks or units of columns are stacked on top of each other, the support boards MUST line up vertically (i.e. no staggered placement).  If outdoors storage cannot be avoided protect with canvas or waterproof paper.  Leave the bottom cover loose to allow air movement.  Protect columns form weather, corrosion, bending, damage and deterioration when stored.



Shipping, Handling, Storage, and Installation of Timber Technologies Glue Lam Columns, continued.
Installation:
Refer to the enclosed B10 Post Frame Truss Installation, Restraint, and Bracing Guide.  For in ground applications only treated portions of the columns are designed for ground contact.  A vast majority of structures contain Glue lam upon which horizontal wind girts or purlins are placed.  Sheathing material, such as light gauge metal or wood panels is then attached to the purlins.  Warning: continuous horizontal wind girts must be present throughout the height of the column on all 3plys to function properly.  A lack of temporary bracing during construction can result in building becoming racked or possible collapse before completion.
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Correct Column Orientation:
The 3 Ply columns shown to the right MUST be turned, in the proper orientation to the wind girts, in order to function properly.  For columns at building corners, ONLY the installer has the option of orientation (provided wind girts are present in both directions).  Warning: improper orientation can and will result in diminished structural capacity.


If  the B10 Post Frame Truss Installation, Restraint, and Bracing Guide is unavailable in our bracing packet please call Timber Technologies at 866-727-5625 to request a copy of B10 Post Frame Truss Installation, Restraint, and Bracing Guide . 
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